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Reply to Notice of Non-Compliant Amendment Under 

37C.F.R. § 1.121 of May 23, 2006 and Amendment Under 37 C.F.R. § 1.111 


Amendments to the Claims : 

This listing of claims will replace all prior versions, and listings, of claims in 
the application: 

1. (Currently Amended) A collapsible gazebo frame, comprising: 

a set of four comer support members configured to rest on a ground surface at 
a bottom end and to provide support for o the r the collapsible gazebo frame comp o nents ; 

a set of four scissor assemblies, each scissor assembly comprising scissor 
members coupled at scissor joints and being hingedly coupled to a different pair of the four 
comer support members at a comer support joint and configured to extend and retract; and 
a set of four scissor assembly sliders, each scissor assembly slider being 
hingedly coupled to one of the four scissor assemblies at a slider joint and being slidingly 
coupled to a different one of the four comer support members and configured to extend and 
retract the scissor assemblies coupled to the respective comer support member when slid along 
the comer support member; 

wherein, at least one of the group consisting of: 
the scissor joint[[;]]i 
the comer support joint[[;]]^ and 
the slider joint, 

comprises a fastener that is not a lag bolt, the fastener being configured to fix 
gazebo f r ame membe r s a comer support member or a scissor member in the respective jointi 
and 

wherein the fastener is selected from the group consisting of: 
a fully threaded bolt, 
a rivet, 

a cotter pin, and 
a bolt with a sleeve . 

2. (Canceled) 
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3 . (Original) The collapsible gazebo frame of claim 1 , wherein each of the 
four comer support members is extendable and retractable. 

4. (Original) The collapsible gazebo frame of claim 1 , further comprising 
a canopy support frame coupled to at least one of the group consisting of: 

the scissor assemblies; and 
the comer support members, 
configured to support a canopy on top of the gazebo frame. 

5. (Currently Amended) The collapsible gazebo frame of claim 4, wherein 
the canopy support frame comprises a canopy joint to join a plurality of gazeb o frame scissor 
members and wherein the canopy joint comprises [[a]] another fastener that is not a lag bolt, 
the fastener being configured to fix the gazebo frame members in the canopy joint. 

6. (Original) The collapsible gazebo frame of claim 4, wherein the canopy 
support frame further comprises a canopy peak extender to elevate the peak of the canopy. 

7. (Original) The collapsible gazebo frame of claim 1 , further comprising 
a set of four feet, each foot fixed to the bottom end of a different one of the four comer support 
members to anchor the gazebo frame to the ground surface. 

8 . (Original) The collapsible gazebo frame of claim 1 , whereui each of the 
four comer support members is configured to slant inward towards the center of the gazebo 
frame when die gazebo frame is deployed. 

9. (New) The collapsible gazebo frame of claim 1 wherein the fastener 
further comprises a fully threaded bolt. 

10. (New) The collapsible gazebo frame of claim 1 wherein the fastener 
further comprises a rivet. 
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11. (New) The collapsible gazebo frame of claim 1 wherein the fastener 
further comprises a cotter pin. 

12. (New) The collapsible gazebo frame of claim 1 wherein the fastener 
further comprises a bolt with a sleeve. 

13. (New) A collapsible gazebo frame comprising: 

a series of upright support members spaced about a perimeter of the collapsible 

gazebo frame; 

a series of links interconnecting the series of upright support members, the 
series of links including: 

a first pair of links for each of the series of upright support 
members, one of the first pair of links being pivotally connected to one of the 
series of upright support members and the other of the first pair of links being 
operably coimected to the one of the series of upright support members to pivot 
and translate at the coimection relative to the associated upright support 
member, and 

a second pair of links for each of the series of upright support 
members, one of the second pair of links being pivotally connected to one of the 
first pair of links and being pivotally connected to another sequential upright 
support member, the other of the second pair of links being pivotally connected 
to the odier of the first pair of links and being operably connected to the another 
sequential upright support member to pivot and translate at the connection 
relative to the associated support member; and 

a fastener assembly provided as one of the pivotal connections, the fastener 
assembly including a fastener head engaging one of the links, a threaded shank extending from 
the fastener head in direaded engagement with a spaced apart portion of the associated link, 
and a sleeve disposed about the threaded shank in pivotal cooperation through another 
sequential link. 
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